SERIES 463 VACUUM MOTORS
FOR DRY APPLICATIONS

The series 463 vacuum motors cover a broad spectrum of
power, ranging from 800 to 2200 W and voltages from 12V to
240V. Series 463 motors are available in diameters of 110 to
120 mm, and are mostly used in various vacuuming appliances
and Dblowers. They are manufactured on highly automated

production lines with 100% inline quality testing. All series 463
motors are housed in a BMC duroplast chassis, further increasing
their power-to-weight ratio. This makes the series 463 motors
state-of-the-art, allowing them to have the highest power-to-
weight ratio, up to 665 W/kg.
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Max. Power|Nominal Power Vacuum Airflow Air power | Efficiency | Mass Voltage | Frequency Code A B
W w kPa inH,O | dm¥s | CFM w % kg \' Hz mm mm
2000 1800 34 136,6 46 97,5 630 39 1,16 230 50 463.3.401 114 120
1800 1600 32 128,6 46 97,5 610 42 1,16 230 50 463.3.405 114 120
1500 1400 27 108,5 52 110,2 630 46 1,2 230 50 463.3.402-29 114 120
1650 1500 24,9 100,1 47 99,6 490 M 1,19 100-110 50/60 463.3.404-13 114 120
1150 1100 25,8 103,7 48 101,7 480 47 1,19 230 50 463.3.402-7 114 120
900 850 23,7 95,1 46 97 400 50 11 230 50 463.3.270-40 114 120
850 750 23,2 93,1 45 95 380 50 11 230 50 463.3.270-51 114 120
800 750 23,4 93,8 44 93 360 50 1,09 220 -240 50/60 463.3.270-33 114 120
800 800 21,7 87,2 M 86,9 310 43 1,04 230 50 463.3.203-19 110 110
750 700 221 88,8 43 91 340 50 11 230 50 463.3.270 114 120
700 650 20,8 83,6 43 91 310 50 11 230 50 463.3.270-20 114 120
600 550 18,7 751 39 83 260 50 1,09 230 50 463.3.270-48 114 120
600 600 18,8 75,6 37 78,4 240 43 1,06 230 50 463.3.203-10 110 110
500 500 13,9 55,9 33 69,9 159 33 11 24 DC 463.3.403-13 114 120
450 450 15,4 61,9 33 69,9 180 43 1,05 230 50 463.3.203-23 110 110




